




Traffic Signs Section 150 ToC 

 

SECTION 166.00 – INTERSECTION SIGNS 
166.01 Intersection Road Name Signs. 
166.02 Entrance Signs 

SECTION 167.00 – SPECIAL BRIDGE SIGNING 
167.01 “ONE-LANE BRIDGE” 
167.02 “ONE-LANE BRIDGE FOR TRUCKS AND BUSES” 
167.03 “NARROW BRIDGE” 
167.04 “RESTRICTED BRIDGE” 
167.05 Low Clearance Signs 

SECTION 168.00 – HILL AND GRADE SIGNS 
168.01 General. 

SECTION 169.00 – PAVEMENT AND ROADWAY CONDITION SIGNS 
169.01 General. 

SECTION 170.00 – CROSSING SIGNS 
170.01 Miscellaneous Crossing. 
170.02 All-Terrain Vehicles (ATVs), Utility Type Vehicles (UTVs), and Off-road Motorcycle 

Crossings on the State Highway System. 

SECTION 171.00 – WARNING SIGNS 
171.01 Livestock Signs 
171.02 “NEXT _____ MILES” Auxiliary Sign 
171.03 “SLOW TO _____ ” Warning Sign 
171.04 “BE PREPARED TO STOP” Sign 
171.05 Impaired Pedestrian Sign 

SECTION 172.00 – WORK ZONE SIGNS 
172.01 “INCREASED FINES FOR WORK ZONE SPEED VIOLATIONS” 
172.02 Abrupt Edge Signs 
172.03 Motorcycle Warning Signs 
172.04 Signs Mounted On Drums in Work Zones 

SECTION 173.00 – MAINTENANCE SIGNS 
173.01 “SNOW REMOVAL EQUIPMENT” Sign 
173.02 “BREAKUP LIMITS” Signs 
173.03 Signs Mounted On Back Of Vehicles 

SECTION 174.00 – RESERVED 

SECTION 175.00 – ROUTE MARKERS 
175.01 County Route Markers 
175.02 Highway Numbering System. 
175.03 Route Marker Assemblies 
175.04 Confirming Route Marker Assemblies. 
175.05 Designation of Community Connections. 
175.06 Forest Service Road Junctions 
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However, if a support post has to be installed in this area, use a crash attenuating device 
or breakaway design. 

 

 

151.03.03 Mounting Height of Signs. The intent of any mounting height is to place the 
sign generally above any obstruction (such as ground foliage or parked cars), provide 
headlight illumination, and be within the driver’s cone of vision.  Minimum mounting 
heights for visibility requirements as noted in the MUTCD are covered in the Section 2A.  
Minimum mounting heights in construction and maintenance work zones are covered in 
Section 6F. 

To promote uniformity, it is suggested that all new sign installations on the State highway 
system be mounted at least 7 feet above the highway edge of shoulder, except locations 
where engineering judgment dictates lowering to the minimum allowed in MUTCD. 

For safety reasons, the mounting heights of single post signs located inside the clear zone 
should be at least 7 feet from the ground surface to the bottom of the sign and 9 feet from 
the ground surface to the top of the sign. This reduces the probability of single post signs 
and posts going through the windshield or roof of a car when the post is hit. Sign posts 
located behind guardrail or outside the clear zone do not have to meet these minimum 
heights for safety. 

Multiple post signs should have at least 7 feet from the ground to the hinge which is 
located about 3 inches below the bottom of the sign. 

151.04 Reflectorization. All signs on the State and federal-aid highway systems shall be 
reflectorized. 

• All signs, including orange work zone signs shall be fabricated using high 
intensity (Type III/Type IV) background sheeting and Type IX direct 
applied legend, border and symbols where applicable, for special emphasis 
and increased target value.  The only exception being the allowance of 
TYPE II retroreflective sheeting for digitally printed Scenic Byway, 
Historical Marker, or Logo Signs.  

• All overhead signs shall continue to have sign lighters installed, but may 
be turned off based on a documented Engineering decision.  Criteria to be 
considered are: 

• Federal, State or Department Energy Conservation Policy; and 

• Proximity of adjacent roadway lighting; and 

• Condition and type of sign sheeting; and 

• Legibility of sign during nighttime review or under adverse weather 
conditions; and 

• Other criteria as identified by the engineer 
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Although not a federally-recognized historical route, signing for Goodale’s Cutoff will be 
allowed.  “OREGON TRAIL” (I-59) and “GOODALE’S CUTOFF” (I-65) shall not be 
used for any other historical route. 

 
188.12 Golf Course Signs 
 

W/BR 

D9-14 
 
Golf Course symbol signs may be installed for publicly owned golf courses which are 
open to the public with no membership requirements.  The golf course must be adjacent 
to but not visible from the highway.  Golf course signs are prohibited on the interstate 
highway system. Golf courses which are located over 5 miles from the state highway will 
not be signed. Confirming signs should be installed on the approach roadway. 

 
188.13 Byway Signs 
 

MULTI- 
COLORED 

 
W/BR 

CONFIRMING 
ROUTE ASSEMBLY INTERSECTION 

CONFIRMATION 

 

Any existing D7-601 signs should be 
replaced with a D7-501 used in 
conjunction with a D9-6 Arrow. 

 

      

D7-501 D9-6 B/W ROUTE 
MARKER 

D7-10 

MULTI-COLORED W/BR W/BR 

 
 

D7-7 D7-6 D7-6 (L or R) 
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The Idaho Transportation Board in December 1976 authorized “designation of scenic 
routes in Idaho utilizing route markers and maps.” In 1991 these routes were revised to 
“scenic byways” conforming to AASHTO Guidelines on designation of scenic highways. 
It is the Board’s intent that the scenic designation be limited to routes of unquestionable 
scenic quality.  

The Board further directed the Idaho Transportation Department to work through the 
area-wide planning organizations around the State to obtain preliminary 
recommendations as to the appropriate scenic and historic routes for State highways and 
local systems.  The Division of Planning submits requests for scenic byway and historic 
route designations to the Board for approval. Districts shall submit any scenic byway and 
historic route requests to the Division of Planning. 

An exception to the MUTCD by the Department allows multi-colored versions of the 
scenic byway and historic route signs (D7-501).  Signing shall be administered by the 
Office of Highway Operations and Safety, Traffic Services Section, and all signs shall 
conform to the “Standards and Procedures for Multi-Colored Byway Signs on the State or 
Local Highway System”. 

All scenic byways shall be signed at both ends with a “SCENIC BYWAY 
INFORMATION” (D7-7) sign installed within a turnout where the motorist can safely 
pull off the highway to read the sign. (See Figure 188.13-01)  The confirming route 
marker shall be installed at both ends of the scenic byway or historic route and past every 
community and other State highway junctions.  The D7-10 “Idaho Byway” sign is to be 
used at all intersections on the State Highway system where the confirming route markers 
for the byway route are installed.  Normal placement is for the D7-10 to be used in place 
of changing all route markers for the byway to White/Brown.  Placement of one (1) D7-
10 “Idaho Byway” sign below the route assembly is sufficient to give the motorist 
guidance and provide confirmation that they are still on the byway route.  If two byways 
intersect, a D7-501 and a D9-6 arrow should be used to give guidance to the motorist that 
another byway route is being encountered.  When an off-system byway route starts or 
ends at the intersection with a State Highway, a D7-501 and D9-6 assembly should be 
used to give guidance to the motorist. 
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FIGURE 188.13-01 SCENIC BYWAY SIGNING 
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188.13.01 “POINT OF INTEREST” Signs 
 

W/BR 

  
D7-8 D7-9 

 

Install “POINT OF INTEREST” signs below the D7-501sign as applicable. 
 
 
188.14 Scenic Attraction Signing (I.C. 67- 4720) 
 

INTERSTATE SCENIC ATTRACTION SIGNS 
(ALL SIGNS W/BR) 

 
INTERSTATE 

ROUTES 

  
INTERSTATE GORES

INTERSTATE RAMP 
TERMINALS 

 

 

  
 

 

 PRIMARY ROUTES TRAILBLAZER 
ASSEMBLIES 

D6-6    

 

 

 
D9-25    

 
W/BL W/BL W/BL W/BL W/BL 

  
D6-1 (L or R) D6-101 D6-2 D6-201 D6-3 (L or R) 
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Tree City USA signing will not be allowed on the Interstate, but instead should be placed 
by a community outside of interstate right-of-way on a local road or non-interstate 
highway as it enters the community.  Signs should be placed on city property at the 
entrance to a community, but may be placed on an existing city limit/population sign 
assembly at city entrances if there is adequate space. 

Signs must be supplied, installed and maintained by the local jurisdiction, however if the 
District allows a Tree City USA sign to be placed in conjunction with the city 
limit/population sign on a state highway, it should be installed by the district sign crews.   

 

    

The Storm Ready City or County identification sign program for Idaho is supported and 
administered by the National Weather Service in Boise.  The cities or counties must meet 
certain emergency response criteria that the national Emergency Management Office has 
established.   Their website is listed on the bottom of the sign. 

The Storm Ready signing will not be allowed within the right-of-way of the Interstate or 
any highway on the State Highway System.  Signs should be placed on city/county 
property or just outside the right-of-way boundaries of the state highway system on 
Federal or State land.  If the Districts are contacted by an agency want to install Storm 
Ready Identification signs they should be made aware of the department’s procedures and 
encouraged to contact the appropriate agency with authority to allow the sign installation 
outside the highway right-of-way. 

Signs are normally supplied directly to the cities or counties to be installed and 
maintained.  If the District discovers a sign installation that has been placed on a state 
highway, it should be removed by the district sign crews and the local jurisdiction 
contacted to return the sign for proper placement, especially if the sign has been illegally 
installed on an existing sign assembly within the highway right-of-way.   


	450 Section: 
	500 Section: 
	600 Section: 
	800 Section: 
	850 Section: 


