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Figure 602.05-01 Typical Traffic Control For Two-Way, Two-Lane Operations On 
Normally Divided Highways 
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Figure 602.05-02 Long Term Stationary Typical Traffic Control For Two-Way, Two-
Lane Operations On Normally Divided Highways For Speed Limit of 40 MPH or 

More 
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605.02 Requirement For Agreement. Administrative Policy A-12-02 contains the 
requirements for special events on the State highway system. In general, an agreement 
and a liability insurance policy for a minimum of $1,000,000 that lists the Idaho 
Transportation Department as an additional insured is required for any event on the State 
highway system that will not observe traffic control devices, will affect the normal 
operation or flow of traffic, or will impact the safety of the traveling public. 

 

605.03 Special Events on Interstate Highways. Federal Highway Administration (FHWA) 
approval of ALL modifications to access control on interstate highways shall be obtained 
prior to beginning any event that requires access modification or break of the access 
control fence.  Examples of access control modifications include a break in right of way 
fences and ramp closures.  All requests for access modification on interstate highways 
will be coordinated through the Highway Operations and Safety Engineer in writing to 
the FHWA Idaho Division Administrator. 

See 23 CFR 630 and http://www.fhwa.dot.gov/legsregs/directives/fapg/0630csup.htm for 
guidance. 

http://www.access.gpo.gov/nara/cfr/waisidx_07/23cfr630_07.html
http://www.fhwa.dot.gov/legsregs/directives/fapg/0630csup.htm
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